Usage of ELLIX20 Ethernet Interface — 05/09/2006
1. Device Configuration.
1. Install the “HelloDeviceManager” to your PC.
2. And execute the “HelloDeviceManager” after connect the PC to ELLIX20 by

correct cable.(Crossed RX and TX signal line cable or Direct connected cable)

&7 HelloDevice Manager =]
File Device Mew Help
ﬁ|&ﬁ|@|ﬂ @| 7 ||AII classes j|
_D@ | | mac | [ class | parameter | Walue |
Mo Device is selected. Select a device.
Probe the device on netwark MUM 4
3. You can find the connected device by “Device->Probe” menu click.
&7 HelloDevice Manager =]
File Device Mew Help
p|&ﬁ|@|ﬂ@|?”mlclasses j|
Device | | mac | [ class | parameter | Walue |
) Samds POS,, 192,168,1,101  00:01:95:0%:70: 76
Mo Device is selected. Select a device.
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NOTE : If device is not appearing in dialog, please check the below condition.

- If you use the Windows XP SP2, you should add the exception program in
“Windows fire wall setting of the control panel”.

- The Host pc must have a static IP address(whatever). If your PC use the DHCP
for allocate the IP address, change the IP address to static IP address.

- Device and Host PC must be connected the same network area or direct connect.



- Selection of cable :

The cross over cable is using the direct connect of HOST to Printer. And the direct

cable is using the connection via HUB or ip-sharing device.

4. Select the “Sam4s POS Printer” on the device window.

Enter

Incorrect password or unknown 1D for the device

Connect |

Device Pa

[ MEMOI10 Device ]

Passwird: |

5. If you connect device in first time, default Connect and Password is all “admin”.

It is can change to next step.
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File Device Miew Help
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Device: | parameter [ Value |
Seral number MEMO10-050611575
Firmware revision Y1.3.2
Ethernet address 00-01-95-05-70-76
User ID admin
Password admin
Device name MEMOI0 Device
IP mode static ip
IP address 192,168,1,101
Subnet mask 255,755, 285,0
Gataway 192,168,1.1
PPPOE Username PRPOEUSEr
PPPOE Password pppoepwd
Host mode TCP Server/Client
Local port Ei
Destination [P 192,168.1.100
Destination port G001
Cyclic connection interval,,,  Disable
Inactivity timeout [sec] 300
Baud rate 115200
Data bits 8 bits
Parity Mone
Stop bits 1 bit
Flow contral Hardweare
OTR behavior Always High
DSA behavior Mone

‘| | j Joerial Inter-character timeout [.., 50

Ready MU 4

6. You can change the setting value by click value on the right side of window.
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Device class | parameter | Walue

] | /System Serial nurnber MERMO10-050611575

Joystem Firmware revision W1.3.2
JSystem Ethernet address 00-01-95-06-70-76
Jadrin User ID admin
Jadrin Password admin
Jadrin Device name Samds POS Printer
/P IF mode static ip
/P IF address
/P Subnet mask , o, £,
/P Gateway 192,168,1.1
/P FPPOE Username pppoeuser
/P PPPOE Password pppoepwd
JHost Host mode TCP Server/Client
FHost Local port 6001
FHost Destination P 152, 168,1,100
FHost Destination port 6001
FHost Cyclic connection interval,,, Disable
FHost Inactivity timeout [sec] 300
Jaerial Baud rate 115200
Jaerial Data bits 8 hits
Jaerial Parity Mone
/Serial Stop hits 1 hit
/Serial Flaw contral Hardware
/Serial DTFR behavior Always High
/Serial D5R behavior [Mone
/Serial Inter-character timeout [, L=01]
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7. After changing the configuration, please perform “Device->Set” operation to

download the configuration to your device.

& You are to update parameter values !

Do you want to continue ?

No |

Click “Yes” button for confirm the change value.

9. Click “Yes” button for reboot device(update

Reboot Confirm

e

& Parameter values updated !

Y'ou have to reboot device[s] to apply changes.

Do you want to reboot device[s] now?

Yes

device).

10. Click “Yes” button to finish the configuratio

Reboot Confirm

& Y'ou are to reboot the device(s] !

It makes device|s] sleep somewhile.

Do you want to reboot device[s] now?

Yes

n update.

Shut down completed!, Mow rebooting,

X




