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Windows Driver & Installer
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All specifications are subject to change without notice.
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CHAPTER 1.
Getting Started

1.1. Overview
1.2. Operating Environment
1.3. Requirements

1.4. Preparations



CHAPTER
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Getting Started

This document contains how to install/uninstall an ELLIX printer with an
interface and contains how to configure an ELLIX printer.

To install a printer, refer follows:
1. Verify interface of ELLIX printer (p.8).
2. Install proper ELLIX printer driver.
1) In case of a serial printer (p.10).
2) In case of a parallel printer (p.12).
3) In case of an USB printer (p.14).
4) In case of an USB to Serial printer (p.19).
5) In case of an Ethernet printer (p.24).
3. Make sure installed printer is properly works (p.26).
To uninstall a printer, refer (p.29).

The ELLIX printer driver installer (V1.9.x or above) provides follows
models:

1. ELLIX10 (32bit only)

2. ELLIX20 (32bit only)

3. ELLIX20II (32bit / 64bit)

4. ELLIX30/45 (32bit / 64bit)

5. ELLIX40/45 (32bit / 64bit)

6. ELLIX40BlackMark (32bit only)
The ELLIX printer driver installer is supported English and Korean.



1.2. Operating Environment

. WEPQOS, POSReady2009, Windows XP Pro, Windows Vista,
X86 (32bit) , ,
Windows 7 Windows 8
. Windows XP Pro, Windows Vista, Windows 7 Windows 8
X64 (64bit) _
(WEPOQOS, [[POSReady2009 doesn't provide the x64)

1.3. Requirements

&Warning :This requirement should be satisfied for using an ELLIX printer.

+ To install/uninstall a printer, “Net framework 3.0’ or above should have installed.
+ To install an ELLIX printer properly, please make sure any related hardware works
fine and interface of printer is well connected.

1.4. Preparations

Preparations for using the ELLIX windows driver installer:
1. Double click the provided executable file so that files for the ELLIX
windows driver installer is extracting to ‘Program Files\SAM4S

PrinterDriver’ folder for a 32bit OS.
For a 64bit OS, the files are CE

extracting to ‘Program Files SHM4S

[x86]\SAMA4S PrinterDriver’

folder.

Destingtion fader
[ Program Fes\5 445 PrnterDiver <] [ Browse ]

Istallation progress
B

Install Cancel
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- (2]
1.4. Preparations =
U
2. This executable file is the L
’WI n RAR 32 blt executable_ This program might not have installed correctly =
. . P If this program didn't install correctly, try reinstalling using settings that
eXtraCtl ng fl Ie sOcom pa‘tl bl I |ty are compatible with this version of Windows.
. @ Program: Unknown Program
message can be displayed on a S5 Cocaton E\SaMSPrntedmednstalert o1, ex

64bit OS.

If following message is shown,

& Reinstall using recommended settings

I‘) This program installed correctly

click “This program installed

correctly’ to progress that

@ What settings are applied?

will not affect any program or
system.

3. The ELLIX windows driver installer will be started automatically after

extracting files.

,e Internet Explorer

4. You can execute the ELLIX @ Defout Programs n[

printer driver installer through 5 Windows Fax and Scan
. , Windows Media Player ———_—
shortcut that is on the ‘Program & Windows Update Administrator
- XPS Viewer
Menu'.Please refer below for e ST
detall. T SAMAS Pictures

L. Printer Driver Installer

Music
SANMMS Printer Driver

Computer

Control Panel
Devices and Printers
Default Programs

Help and Support
4 Back

| Search programs and files (. Shut down E
|




CHAPTER 2.
Installation of ELLIX
printer

2.1. Verify interface type of ELLIX printer
2.2. Installing a serial printer

2.3. Installing a parallel printer

2.4. Installing an USB printer

2.5. Installing an USB to serial printer
2.6. Installing an Ethernet printer

2.7. Checking installed printer



CHAPTER

Installation of
ELLIX printer

2.1. Verify interface type of ELLIX printer

Checks interface of printer from the ‘self-test’. The self-test checks the
following:
1. Make sure paper roll has been installed properly.
2. Turn on the power while holding down the FEED button.The self-test
begins.

& O POWER
O WARNING
(@, O N PAPER

pic2) ELLIX30 / ELLIX40 / ELLIX35 / ELLIX45

¢ 431dVHI



2.1. Verify interface type of ELLIX printer

3. The self-test prints the current printer status, which provides the
control ROM version and the printer setting.

4. After printing the current printer status, self-test printing will print the
following and pause (The paper LCD / the LCD light blinks).

5. Press the FEED button to continue printing. The printer prints a pattern

¢ ¥431dVHI

using the built-in character set.
6. The self-test automatically ends and cuts the paper after printing the
following.

** End Self-Test **

7. The printer is ready to receive data as soon as it completes the self-test.
8. You can find interface type of ELLIX printer from the self-test as

following.
e SIS ELLIC)

CONNECTION’ PGM CHECKSUM : 3851

- USB-Il INTERFACE for ‘USB-I RITING PEED. 150
CONNECTION (SR (RS0 THTEREACH

- PARALLEL INTERFACE for ‘PARALLEL giﬁ%\kﬁ%mc IN;TEFﬁégO BPS
CONNECTION’ PARITY : NONE

- Ethernet-Il INTERFACE for DATA BITS © 8BITS
, , STOP BIT . 1BIT
ETHERNET CONNECTION HANDSHAKING ~ : DTR/DSR

« WIRELESS LAN (WLAN) INTERFACE RECEIVE BUFSIZE : 4 Kbytes
for 'ETHERNET CONNECTION' EMULATION  EPSON

+ SERIAL (RS-232C) INTERFACE - 25 o
pin for ‘SERIAL /USB-I CONNECTION’ PRINT DENSITY

- SERIAL/WIRELESS INTERFACE - 9 pin LIGHTL 1 2 3 4 IDARK
for ‘SERIAL /USB-I CONNECTION’ |

DIP S/W status (memory S/W 1,2)
Memory DIP switch Report

DIP SW1 (12345678

ON
OFF innnnnni

DIP SW2 | 12345678

ON
OFF (mnmmnnnl




2.2. Installing a Serial printer

1. Selecting a printer that will
be installed.

2. Selecting the ‘SERIAL /
USB-I CONNECTION".

3. Selecting a port.

+ If you don’t have a serial port
on your system, you can’t
progress further. For solution of
this issue, please refer p.42.

ELLIX PRINTER INSTALLER

ELLIX PRINTER INSTALLATION

Select a Printer

ELLIX30

ELLIX35

ELLIX40

ELLIX45

ELLIX40BlackMark
LIX10

ELLIX PRINTER INSTALLER

SAMSS ELLIX PRINTER INSTALLATION
Select a Connection type of the Printer
© PARALLEL CONNECTION
@ SERIAL / USB-1 CONNECTION
[~ uSB-Il CONNECTION )

© ETHERNET CONNECTION

ELLIX PRINTER INSTALLER

ELLIX PRINTER INSTALLATION

Selecta Connestion type of the Printer

Version 191 [ <Back |[ met> | [ cancal

10
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2.2. Installing a Serial printer

4. Configuring the selected
ELLIX PRINTER INSTALLER
port.

ELLIX PRINTER INSTALLATION

Set the Serial Port Configurations

Baudrate T

Data Bit [8
Parity [NONE
Stop Bit

Flow Contral

¢ 431dVHI

<Back [ Next> | [ cancel ]

5. Confirming installation.
ELLIX PRINTER INSTALLER

ELLIX PRINTER INSTALLATION

Set the Serial Part Configuations

Do you want to start Printer Installation?

Set Defaut

[ e | W )

6. Installation completed.
ELLIX PRINTER INSTALLER

ELLIX PRINTER INSTALLATION

Set the Serial Part Configuations

[ ook [ Nets ] [ el ]

11



2.3. Installing a Parallel printer

1. Selecting a printer that will

. ELLIX PRINTER INSTALLER
be installed.

ELLIX PRINTER INSTALLATION

Select a Printer

ELLIX30
ELLIX35

ELLIX40

ELLIX45

ELLIX40BlackMark
LIX10

¢ 431dVHI

2. Selecting the ‘PARALLEL

CONNECTION-. ELLIX PRINTER INSTALLER

ELLIX PRINTER INSTALLATION

Selecta Connestion type of the Printer

(© PARALLEL CONNECTION |
© SERIAL / USB-1 CONNECTION
© USB-Il CONNECTION

© ETHERNET CONNECTION

sTEP2

<Back [ mest> | [ cancel

3. Selecting a port.

+ If you don’t have a parallel
port on your system, you can’t
progress further. For solution of
this issue, please refer p.44.

ELLIX PRINTER INSTALLER

ELLIX PRINTER INSTALLATION

Selecta Connestion type of the Printer

LPT1 &

. ATEE

Version 191 <Back |[ met> | [ cancal

12



2.3. Installing a Parallel print

4. Confirming installation.

ELLIX PRINTER INSTALLER

ELLIX PRINTER INSTALLATION

Select a Comnection type of the Prirter

Do you want to stort Pinter Installation?

5. Installation completed.
ELLIX PRINTER INSTALLER

ELLIX PRINTER INSTALLATION

Select a Connection type of the Prirter

13
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2.4. Installing an USB printer

&Warning: Before finishing installation of USB printer, printer should not be

connected with PC

1. Selecting a printer that will

ELLIX PRINTER INSTALLER

be installed.

2. Selecting the ‘USB-II

¢ 431dVHI

ELLIX PRINTER INSTALLATION

Select a Printer

ELLIX30

ELLIX35

ELLIX40

ELLIX45

ELLIX40BlackMark
LIX10

ELLIX PRINTER INSTALLER

CONNECTION'.

3. Confirming installation.

ELLIX PRINTER INSTALLATION
Select a Connection type of the Printer
© PARALLEL CONNECTION
O SERIAL / USB-1 CONNECTION
(© USB-Il CONNECTION )
© ETHERNET CONNECTION

sTEP2

<Back ][ mex> | [ cancal

ELLIX PRINTER INSTALLER

14

ELLIX PRINTER INSTALLATION

Select a Connection typs of the Pirter

[ ook [ wews ] [ caneal




2.4. Installing an

4. Confirming security check.

« In case of windows XP

* In case of windows vista or
above
» Once you check the ‘Always
trust software ..." and click the
install, the Windows Security
message will not display any
more.

5. Driver installation
completed.

l Contri ey [[STOP nstlaion

e | |

ELLIX PRINTER INSTALLER

Would you like to install this device software?

 Narnes SBMAS Prnters
/. Publisher:Shin Heung Precison Co, Ltd

Always tust software from *Shin Heung Precision
Co,l1d"

from p
device software is safe to install?

ELLIX PRINTER INSTALLER

ELLIX PRINTER INSTALLATION

15
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2.4. Installing an USB printer

6. Connecting printer so that the printer is installing.

* In case of windows XP
» Notification of connection.

) Found New Hardware *
SAM4sELLTxX30

» Hardware Wizard for the USB-Il. |l

Welcome to the Found New
NI\ Hardware Wizard
S

Windows will search for current and updated software by
Inoking on your computer, on the hardware installation CO. or on
the Wwindaws Update web site [with vaur permizsion].

Bead owr privacy policy

Can Windows connect to Windows Update ta search for
software™

7 Yes, this time anly

7 Yes, now and gvery time | connect a device

& No, not this lime

Click Next to continue.

¢ ¥431dVHI

< Back I Next » I Cancel |

Thiz wizard helps pou install software for.

SAMAS ELLEX30

f:') If your hardware came with an installation CD
52 or Hoppy disk. insert it now.

What do vou want the wizard ta da?

© Install from a list or zpecific location [Advanced)

Click Next to continue:

< Back I Nest > I Cancel

16



2.4. Installing an USB printer

Found New Hardware Wizard E

Please select the best match for your hardware from the list below.

: SAM45 ELLI<30

Description ‘ Varsmn‘ Manulacturell Locatiot
SAMAS ELLIX30 1.0.00 SAM4S e hwindowshinfoem 25 inf
c hwindowsshinoern 25 inf

¢ ¥431dVHI

& This driver is not digitally signed!
Tell me why diiver signing is important

< Back I Next > I Cancel |

[Foun o voriwore wmaed

Flease wait while the wizard installs the software...

Hardware Installation .
g ‘ The: software wou are installing fior this hardware:
LY

Printers

has not passed Windows Laga testing to verfy its compatibilty

with Windaws XP. [Tell me vy this testing it important. )

inuing your of this sof may impair
o1 deslabilize the correct operation of your system
either inmediately or in the future. Microsoft strongly
recommends that you stop this installation now and
contact the hardware vendor for software that has
passed Windows Logo testing.

I e |I| STOP nstalation | |

» |nSta||atiOn Complete_ Found New Hardware Wizard

Completing the Found New
Hardware Wizard

E

The wizard has finished instaling the software for,

SAM45 ELLIXI0

Click Finish to close the wizard.

< Back l Firish II Cance]

17



2.4. Installing an USB printer

« In case of windows vista or above
» Notification of connection.

0S will setup the printer m Installing device driver software % *
automatically. - Click here for status.

¢ 431dVHI

» Installation complete.
./ SAMA4S ELLIX30 A X
Device driver software installed successfully.

151 PM
k! 4/25/2013

o -3 (5 e (f)

18



2.5. Installing an USB to Serial printer

/I\ Warning: Before finishing installation of printer, printer should not be

connected with PC

1. Selecting a printer that will
be installed.

2. Selecting the ‘SERIAL /
USB-I CONNECTION".

3. Selecting a port.

+ If you already installed USB to
Serial driver, you can select the
installed port for printer driver.

ELLIX PRINTER INSTALLER

ELLIX PRINTER INSTALLATION

Select a Printer

ELLIX30

ELLIX35

ELLIX40

ELLIX45

ELLIX40BlackMark
LIX10

ELLIX PRINTER INSTALLER

SnM4S‘ ELLIX PRINTER INSTALLATION
Select a Connection type of the Printer
© PARALLEL CONNECTION
[ SERIAL / USB-I CONNECTION )
© USB-Il CONNECTION

© ETHERNET CONNECTION

ELLIX PRINTER INSTALLER

ELLIX PRINTER INSTALLATION

Select a Connestion type of the Printer

Version 1.9.1 cBack ][ New> ] [ Cancal

19
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2.5. Installing an USB to Serial print

4. Configurations of selected
port.

5. Confirming installation.

6. Installation completed.

ELLIX PRINTER INSTALLER

ELLIX PRINTER INSTALLATION

Set the Serial Port Canfigurations

Baudrate s ] :

Data Bit [
Parity [MONE ]
Stop Bit

Flow Contral

<Back [ Next> | [ cancel ]

ELLIX PRINTER INSTALLER

ELLIX PRINTER INSTALLATION

Set the Serial Part Configuations

Do you want to start Printer Installation?

Set Defaut

e ] )

ELLIX PRINTER INSTALLER

ELLIX PRINTER INSTALLATION

Set the Serial Part Configurations

[ ook [ Mets ] [ ol ]

20
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2.5. Installing an USB to Serial printer

7. Connecting printer so that ‘USB to serial’ interface is installing.
* In case of windows XP
» Notification of connection.

i) Found New Hardware

USE Tao Serial Interface

» Hardware Wizard for the USB-I.

Welcome to the Found New
Hardware Wizard

‘Windows will search for current and updated software by
Inoking on your computer, on the hardware installation CO, or on
the Windaws Update Web site [with vaur permizsion].

Bead our privacy policy

Can Windows connect to Windows Update ta search for
software™

7 Yes. this time anly

7 Nes, now and gvery time | connect a device

= No, not this time

Click Next to continue.

gk [ Mews | cancer |

Found New Hardware Wizard i

Thiz wizard helps you install software for,

ELLI=30 USE Serial Port

f\' If your hardware came with an installation CD
SE2 or floppy disk. insest it now.

What do you want the wizard to do?

@ [nstall the software automatically [
t

Fecommended]

Install from a list or gpecific location [Advanced)

Click Next to continue.

< Back I Next > I Cancel

21
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2.5. Installing an USB to Serial printer

Found New Hardware Wizard N

Please wait while the wizard installs the software... @

Hardware Installation

ELLI=30 USE Serial Port

f The software you are installing for this hardware:
? LY

has not passed Windows Logo testing to verify its compatibility

with Windows XP. [Tell me why this testing is important. |

Continuing your i ion of this sofl may impair
or destabilize the correct operation of your system
either immediately or in the future. Microsoft strongly
recommends that you stop this installation now and
contact the hardware vendor for software that has
passed Windows Logo testing.

I Continue Anpway m STDF’InslaIIatinnI =

« Installation for ‘USB to serial’ is
completed.

Found New Hardware Wizard 5 E

Completing the Found New
Hardware Wizard

The wizard has finished instaling the software for,

(3 ELLIX30 USE Serial Port

Click Firish to close the wizard.

< Back ! Finizh j] Carice]

* In case of windows vista or above
» Notification of connection.

Installing device driver software * *
Click here for status.

3

» OS will setup the ‘USB to e

serial’ interface automatically. % ELLIX30 USB Serial Port(COM7) X X

Device driver software installed successfully.
A,

!

o
o"'l

22
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2.5. Installing an USB to Serial printer

8. Checking the installed port
of “USB to serial’ from
Device Control.

le A

File & Help
9|5 H e R &S
4 SPT-4700

{8 Computer

b Disk dhives

» B, Display acapters

b 85 Human Interface Devices

- IDE ATA/ATAP controllers
b2 Keyboards

b - Mice and other pointing devices
» 6 Monitors

» Bl Portable Devices

4 Ports (COM & LPT)

7% Communications Port (COM1)
73" Communications Part (COMZ)
73" Communications Part (COM3)
T Communications Port (COM4)
7% Communications Port (COMS)

o [ Processors

) Ramdisk
% Sound, video and game controllers
b8 System devices

5§ Universal Serial Bus controllers

9. Restart system to complete installation of ‘USB to serial’ port.

10. Open properties of
installed printer.

11. Changing port that is
checked from step 8 by
clicking name of port.

12.Installation Completed.

Serial Interface

Printer properties

4 Printers and Faxes (3)

ey

state: @ Defauit
Modek: SAMAS ELLIX0
Category: Printer

SAMAS ELLIX30

-

Fax Microsoft XPS SAMAS ELLDGO

Creste shortcut

Troubleshoot

Remove device

Properties

Status: 0 document(s) in queue

[E=5 Eo8 =5
(L) [ < Hardnare snd Sound » Devices and Primters ] % |[ search Devices and Printers 2
e i I
Windows can disp a d the Internet, Click o ch x
f = See what's printing ’/
V| Setas default printer
Elo SPT-4000 USB SPT-4700 e s hDiive
Touchmoritor MCR

| Security I Device Settings | Device Control

| Extra Options

Ahout ‘

General Sharing Ports

| Advanced I

Color Management ‘

ﬁ SAMAS ELLDGD

Print to the following port(s), Docurnents will print to the first free

checked port,

Port Description Printer =
COM4: Serial Port:

COML:  Serial Part

COM2:  Serial Part

COME:  Serial Part

COMS:  Serial Part

art

FILE: Print to File -
[ Add Port.., ] [ Lielete Port ] [ Configure Port.,,
[1Enahble bidirectional support
Enable printer pooling

I ok ] [ Cancel ] I Spply

23
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2.6. Installing an Ethernet printer

1. Selecting a printer that will

. ELLIX PRINTER INSTALLER
be installed.

ELLIX PRINTER INSTALLATION

Select a Printer

ELLIX30

ELLIX35

ELLIX40

ELLIX45

ELLIX40BlackMark
LIX10

¢ 431dVHI

2. Selecting the ‘ETHERNET

CONNECTION' ELLIX PRINTER INSTALLER
ELLIX PRINTER INSTALLATION
Select a Connection type of the Printer
© PARALLEL CONNECTION
© SERIAL / USB-1 CONNECTION
© USB-Il CONNECTION

® ETHERNET CONNECTION

sTEP2

[ <Back ][ mewt> ] [ cancel

3. Configuration for TCP/IP.

+ Default Port of ELLIX printer:
6001

ELLIX PRINTER INSTALLER

ELLIX PRINTER INSTALLATION

Input a IP to Create TCP/IP Printer Port

IP fddress
12 168 0

Port

6001
752

Version 191 <Back |f Newt> [ cancal

24



2.6. Installing an Ethernet printer

4. Confirming installation.

ELLIX PRINTER INSTALLER

ELLIX PRINTER INSTALLATION

Input 3P to Create TCP/IP Pinter Port

Do you want to stort Pinter Installation?

¢ 431dVHI

5. Installation completed.
ELLIX PRINTER INSTALLER

ELLIX PRINTER INSTALLATION

Input 3IP to Create TCP/IP Pt

25



2.7. Checking installed printer

1. Checking installed printer.

¢ In case of Windows XP.

¢ In case of Windows Vista or
above.

2. Verifying properties that
are ‘Driver’ and ‘Print
Processor’ of installed
printer from the Advance
tap.

%% Printers and Faxes

Flle Edit View Favortes Tools  Help
E-

Q-0 - @ ) search ([ Felders

Adeess [22 Printers and Faxes

Microsoft XS Document Writer
Printer Tasks

Open
add a printer

£5) See what's printing
Select printing preferences

Set s Default Printer
Frinting Preferences. .

! Pause printing Balee ety
i Share this printer sharing...
] Rename this printsr Lse Printer OFfline:
¢ Delete this printer P A
(2 set printer properties Delete
Renames

Other Places ES I Properties

B
(L) [ < Harduare snd Sound » Devices and Priters ]| Search Devices and printers o]
Addadevice  Addaprinter  Seewhat'sprinting  Print server properties  Remove device 2 @
Windows can display enhanced device icons and information from the Internet, Click to change.. x

See what's printing. ’/
‘Set as default printer
Elo SPT-4000 USB. SPT-4700 frbnres hDrive
Touchmonitor MCR -
Serial Interface Printer properties
4 Printers and Faxes (3) Create shortcut
Troubleshoot:
i Remove device
y % Properties
Fax Microsoft XPS SAM4S ELLDGO
Document Writer
sas ELDGo st @ Detout B
Model: SAMMS ELLIGOD
5 LR
%5 SANMS ELLTX30 Properties =]

| Security | Device Settings | Device Contral | Extra Optiohs: | About |
| General I Sharing I Poits | Advanced Color Management

@ Always available
) Awailable from 12:00 Ak B 1o 12:00 &M

Priority: 1 E

Driver: | sand4s ELLDGO v [ MewDriver..

Selecting a different print processor may result in different aptions being
available for default data types. If wour service does not specify a data type, the
selection below will be used,

Print processar Default data type:

MT EMF 1006
MNT EMF 1007
MNT EMF 1008
TEXT

26
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2.7. Checking installed printer

3. Printing test page from the 175 SAMHS ELLTG0 Propeties =
General tap and CheCkIng Security | Device Settings I Device Control | Extra Options | About ‘

==

General | Shaiing I Paits I Advanced I Color M anagement ‘ (@]
H I
the printed paper. . >
=) | .
-
m
Location: X
N
Comment:
Model: SAM4SELLL30
Features
Color: Mo Paper available:
Couble-sided: No 80 297 mm[E3D) -
Staple: Mo
Speed: Unknown
Maximum resolution: 180 dpi i
[ Preferences... ]I Print Test Page I
I (n] ] [ Cancel ] [ Apply ]

27



CHAPTER 3.
Uninstallation of ELLIX
printer

3.1. Uninstalling printer(s)

3.2. Remain information



CHAPTER

Uninstallation of
ELLIX printer

3.1. Uninstalling printer(s)

1. There is two ways to start uninstallation.
1) Starting from ‘Add or Remove Program’.

o
XL
>
B
-
m
X
W

2) Starting from ‘Program Menu'.

2. If there is an installed
ELLIX PRINTER INSTALLER

printer, printer installation
/ Uninstallation can make a ELLIX PRINTER INSTALL/UNINSTALL
choice. o
‘ELLIX Printer Uninstall’

is selected as the default

© ELLIX PRINTER INSTALL

@ ELLIX PRINTER UNINSTALL

setting if you have an
installed ELLIX printer. If
the ELLIX printer installer
doesn’t show the dialog

despite you have an
installed printer, please
refer p.47.

Selecting the ‘ELLIX Printer
Uninstall".

29



3.1. Uninstalling printer(s)

3. Selecting one or more
printer that will be
uninstalled.

4. Confirming uninstallation.

5. Uninstallation completed.

ELLIX PRINTER INSTALLER

ELLIX PRINTER UNINSTALLATION

SELECT LISTED PRINTER(s)

SAM4S ELLIX30  [COMT:]
SAMAS ELLIX30_1 [LPT1:]

<Back |[ Next> | [ cancel

ELLIX PRINTER INSTALLER

ELLIX PRINTER UNINSTALLATION

SELECT LISTED PRINTER(s)

Do you want to start Printer Uninstallation?

oK Cancel

ELLIX PRINTER INSTALLER

ELLIX PRINTER UNINSTALLATION

[ Bk [ Nets ] [ camcel

30
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3.2. Remain information

Even thoug h eve ry InSta I Ied ‘mt‘j «{ Program Files_»_SaMS PrinterDriver > Drvers » 286 » <[4 [ Search a5 2]

printer is uninstalled, files and DT ener ey o

i Name Date modified Type Size
» . -, Desktop. J ELLIXI0 5/2/20138:20 PM File folder
t k d {16 Downloads. e 5/2/2013820PM  File folder
registry Key are remained on e e e B
L ELLDG0 5/2/20138:20 PM File folder
. 59 Libraries ) e 5/2/20138:20PM  File folder
your system as below: BT 2=
& Music J ELLd0 5/2/20138:20PM  File folder
- - (5] Pictures J ELLIX40BlackMark 5/2/20138:20 PM File folder
1. Remain files. e Wi g
U ELas 5/2/2013820PM  File folder
- - - Computer L UniDriver 5/2/20138:20 PM File folder
1) ELLIX printer driver Lo
(ca DATA (D)

o= USB DRIVE (E)

installer files.

6 Network

l 11 items

€ 431dVHI

2) Driver files on the system

o[ [Pimons » Symems2 » spoot + s w3oas » <3 ] earc wizs 2]
f 0 I d er Organize v Includeinlibrary ¥ Sharewith v New folder
- it Name & Date modified Type Sie J2
I Desktop ) 425/013416PM  Filefolder
18 Downloads b pec 42572013331 PM  Filefolder
%] Recent Places & CustomPapersize 11/7/2012858AM  Application ke
& b3 6/10/2013030 AM  Security Catalog 10KB
B Libraes 8] ELLDGO.dI 10/6/20121:02PM  Application extens 23KE
[ Documents ] ELLDG0.GPD o2E6AM  GRD File 7x8
& Music & ELLna 3/20/2013833AM  Setup Information 248
&) Pictures %] ELLIX30PPL.dIl 6/10/2013919AM  Application extens. soks |4
B Videos @ ELLbGouLdl 6/10/2013618AM  Application extens. ke |7
& eunaour 12/21/2011 334 P Configuration sett. 1k8
18 Computer ] sTopTYPE.GDL 9/19/2006648AM  GDL File uK8
& ros () L] STDNAMES.gpd 7/21/20028:05PM  GPD File 15K8
s DATA (D) ] sToscHEm.GoL /1972006648 AM  GDL File ke
= USE DRIVE (E) ] STosCHMX DL /1972006648 AM  GDL File 3K8
5] uNDRV.DLL 6/19/20031205PM  Application extens ke
@ Network @ unpRy 61920031205 PM  Help fle 17k8
4] unpRVULDLL 6/19/200312:05PM  Application extens. wo0ke LA
4 UNIRES.DLL. 6/19/20031205 PN Applisation extens.. 605KE T

] 18 items

2. Remain registry keys

File Edit View Favorites Help

. . b S SopTwaE * || Name Type Data
1) Copies Setting A s e
2B ATITEhrologies REG_BINARY ot
.E t 2\:1; REG_BINARY o
H REG_BINARY 00
2) Copies Cut & Drawer b e i
i oTs REG_BINARY 0000 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00,
Bt o s
3) Cut mode L ESTsoft REG_BINARY 0000 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00,
b Intel
bl JavaSoft
4) Start Doc & End D
a OC n OC b1 Microsoft
b1k ODBC

b Policies
5) MISC
b s Realtek Semiconductor Conf =
i RegisteredApplications
b RTLSetup.
4 b samms
{1 B!
i SenicFocus
P D
C /_LOCAL_ MACH
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CHAPTER 4.
Specifications of ELLIX
printer

4.1. Printer fonts

4.2. Printer resolutions & Paper sizes



e Specifications of

ELLIX printer

These drivers support use of printer fonts as well as Windows fonts. Use

of printer fonts permits faster printing. Available printer fonts are listed
below.
“Built-in fonts of a printer” can be specified with the application programs.

The “built-in fonts” are as follows.

- Printer Font (type A, Large)
- Printer Font (type B, Small)

The font names what the user can choose in to the application are as
follows. 2 types of character-height can be chosen in each font. They are
two kinds of the FontAXxX (Ext.) font and the FontAXxX.The character
code of 128 bytes of 80H - FFH varies in the difference in these printer
fonts. A FontAXxX font supports ANSI character code (Code Page 2: 850).
And, a FontAXxX (Ext.) font supports IBM expansion character code (Code
Page 0: 437). A FontAXxX (255) font supports space page. (Code Page:
255).

Printer Fonts Character size(dot) Sizes (point)
FontA 1x1 FontA 1x1 (Ext.) FontA 1x1 (255) FontA1x1 (12x24) 9.5
FontA 1x2 FontA 1x2 (Ext.) FontA 1x2 (255) FontA1x2 (12x48) 19
FontA 2x1 FontA 2x1 (Ext.) FontA 2x1 (255) FontA2x1 (24x24) 9.5
FontA 2x2 FontA 2x2 (Ext.) FontA 2x2 (255) FontA2x2 (24x48) 19
FontA 2x4 FontA 2x4 (Ext.) FontA 2x4 (255) FontA2x4 (24x96) 385
FontA 4x2 FontA 4x2 (Ext.) FontA 4x2 (255) FontA4x2 (48x48) 19
FontA 4x4 FontA 4x4 (Ext.) FontA 4x4 (255) FontAdx4 (48x96) 385
FontA 4x8 FontA 4x8 (Ext.) FontA 4x8 (255) FontA4x8 (48x192) T
FontA 8x4 FontA 8x4 (Ext.) FontA 8x4 (255) FontA8x4 (96x96) 385
FontA 8x8 FontA 8x8 (Ext.) FontA 8x8 (255) FontA8x8 (96x192) 7
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4.1. Printer fonts

FontB 1x1 FontB 1x1 (Ext.) FontB 1x1 (255) FontB1x1 (9x17) 7
FontB 1x2 FontB 1x2 (Ext.) FontB 1x2 (255) FontB1x2 (9x34) 135
FontB 2x1 FontB 2x1 (Ext.) FontB 2x1 (255) FontB2x1 (18x17) iy
FontB 2x2 FontB 2x2 (Ext.) FontB 2x2 (255) FontB2x2 (18x34) 135
FontB 2x4 FontB 2x4 (Ext.) FontB 2x4 (255) FontB2x4 (18x68) 2
FontB 4x2 FontB 4x2 (Ext.) FontB 4x2 (255) FontB4x2 (36x34) 135
FontB 4x4 FontB 4x4 (Ext.) FontB 4x4 (255) FontB4x4 (36x68) =
FontB 4x8 FontB 4x8 (Ext.) FontB 4x8 (255) FontB4x8 (36x136) 545
FontB 8x4 FontB 8x4 (Ext.) FontB 8x4 (255) FontB8x4 (72x68) 27
FontB 8x8 FontB 8x8 (Ext.) FontB 8x8 (255) FontB8x8 (72x136) 545
Korean 1x1 Korean Version OS ONLY - 9:6
Korean 1x2 Korean Version OS ONLY - 19
Korean 2x1 Korean Version OS ONLY - 9.5
Korean 2x2 Korean Version OS ONLY - 19
Korean 2x4 Korean Version OS ONLY - 38.5
Korean 4x2 Korean Version OS ONLY - 19
Korean 4x4 Korean Version OS ONLY - 38.5
Korean 4x8 Korean Version OS ONLY - i
Korean 8x4 Korean Version OS ONLY - 38.5
Korean 8x8 Korean Version OS ONLY - 7

Printer font for special function

Function

Size (font/ dot)

FontControl

Open Drawer 1/2

Cut receipt

Cut receipt(without paper feeding)
Justification(Left/Center/Right)
Output HT, Output LF, Output CR
Barcode printing

Print NV bit image

(10/12x24)
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4.1. Printer fonts

SAMA4S ELLIX Printer can be used to execute a variety of special non-

printing functions, as indicated in the table below. You can execute these

functions by selecting the printer’s specia

| “FontControl” font and then

sending the appropriate character code to the driver. (Note that you cannot

use the “FontControl” font to print normal characters)

Special Function

HT is output

LF is output

CR is output

Open Drawer 2 (50ms drive pulse width)

Open Drawer 2 (100ms drive pulse width)

Open Drawer 2 (150ms driver pulse width)

Open Drawer 2 (200ms drive pulse width)

Open Drawer 2 (250ms drive pulse width)

Cut Receipt (partial cut) without paper feeding

HRI characters are not added to the bar code

HRI character are added at the top of the bar code using Font A

HRI characters are added at the bottom of the bar code using Font A

HRI characters are added at the top of the bar code using Font B

HRI characters are added at the bottom of the bar code using Font B

Text is aligned left

Text is centered

Text is aligned right

Open Drawer 1 (60ms drive pulse width)

Open Drawer 1 (100ms drive pulse width)

Open Drawer 1 (150ms driver pulse width)

Open Drawer 1 (200ms drive pulse width)

Open Drawer 1 (250ms drive pulse width)

NV bit image No 1 is printed in the Normal mode

NV bit image No 2 is printed in the Normal mode

NV bit image No 3 is printed in the Normal mode

NV bit image No 4 is printed in the Normal mode

NV bit image No 5 is printed in the Normal mode

Cut Receipt (partial cut)

NV bit image No 1 is printed in the Double Height Double Width mode

NV bit image No 2 is printed in the Double Height Double Width mode

S—— U R« —ITOMIOOT>IP<| X S ~~n|-QoT@|o o oo |No o

NV bit image No 3 is printed in the Double Height Double Width mode

NV bit image No 4 is printed in the Double Height Double Width mode

NV bit image No 5 is printed in the Double Height Double Width mode
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4.2. Printer resolutions & Paper sizes

* Resolutions
The resolution setting supported by SAM4S ELLIX printer is 180x180.

Paper sizes
The paper sizes supported by SAM4S ELLIX printer are as follow.
-80 x 3279 mm
-80 x 297 mm
-80 x 200 mm
-80 x 160 mm
-80x 120 mm
-80 x80 mm
-80 x40 mm
-58 x 3276 mm
-b8 x 297 mm

The following table shows the recommended margins for SAMA4S ELLIX printer.
Refer to this table when setting margins from your printing applications.

I S T
Leftimm] | Rightimm] | Top[mm] Width[mm]
0 0 0 0 80

%7 431dVHI

SAMAS ELLIX
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CHAPTER 5.
Properties of ELLIX
Printer

5.1. Printer Device Control

5.2. Additional configurations



e Properties of

ELLIX Printer

1. You can be entered a & 5AMAS ELLIX30 Properties 2l
General ii ':E‘har]ng | Parts. | Advanced |
comman d YOU wa nted Device Seftings Device Cantral I Extra Options I About
to at the point of starting StariDoe
Emg\at\on TCo_mm._ands_ [Ex: \:x'j].B\x?u\\xUD\x:_lgyﬁ]
document. I
EX) \x1B\x70\x00\x19\xff = [~ Open Cash Drawerl [Fo [50- 250 ms]

[~ Open Cash Drawer2 I?U ~ [50- 250 ms]

Open Drawer 1 (560ms drive

EndDoc 1

pu|se width) -lﬁmulati_'oncb'mmaﬁ'ds [ Example: \iD\SEazvon] E
i T
2. You can fire cash drawer 1 e 3
or 2. IU— Nurnber of Line Feeds [0 - 99] g
- y g% - m
3 You can be entered a [~ Qpen Cash Drawerl I?D [50 - 250 ms]

I~ open Cash Drawerz ITU [50 - 250 ms]

-9 © & O

command you wanted to at

the point of ending page.
Ex) \x1D\x56\x42 = Cut
Receipt, Type the command

I ak I Cancel Epply

to cut.

4. This is where you enter
the number of line feeds
that will be done after a
document is printed.

5. You can fire cash drawer 1
or 2.
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5.2. Additional configurations

1. Configuration for printer

H General | Sharing I Parts I Advanced | Color M anagement ‘
copies Secuity | DevicsSetings | DeviceConiol |  ExtaOplions | About

Print Copies Qptions

MNumber of Copies 1 %

Execute paper cut per each copy
[T]Fire cash drawer per each copy

Custorn Paper Size

Add MNew Paper Size

[ oK ][ Cancel ]| Apply

ELLIX printers (ELLIX20II or above) provide three options for printer copies.
1) Number of print copies.
2) Paper cut option.
Checking this option will execute paper cut per each copies.
3) Cash drawer fire option.
Checking this option will fire cash drawer per each copies.
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9.2. Additional configurations

2. Configurations for printer

papers. General | Sharing I Parts I Advanced | Color M anagement ‘

Secuily | DeviceSetings | DeviceCoriol | EsvaOplions | Apout |
ELLIX printers (ELLIX20II Print Capies Options
or above) provide the ‘Add e N B
New paper Size’ button for BExecute paper cut per sach copy

Fire cash drawer per each copy

creating a custom paper

Custorn Paper Size

size and modifying a paper
size.

Add Mew Paper Size

Clicking the button will

open the ‘Custom Paper
Size' dialog.

oK ] [ Cancel ] | Apply 2
>
e
] —
1. You can add or modify L
a paper form.The paper ['SAMAS ELLIXAT List of Paper Size] —
properties must be filled. Paper Name Widh  Height
B8 3 297 mm [E30] ] 297
If you want to make a new E6 % 5276 mm [E50] 5i 3076
. . . B0 % 120 mm [E30] 72 120
paper size, file the ‘Form il rrIET = T
, . 80 % 200 mm [E30] 72 200
Name’ that is not on the & 557 men ET0] 3] = B
. - . B0 % 3279 mm [E30] 72 3276
list and fill the paper size YT = T
properties 80 % 80 rrn [E30] 72 =]
2. YOU can delete a Selected Add/Modify Paper Form 0] l Delete Paper Form 9‘
pa per fO rm. Paper Properties
3. If you select an item from Fmhiomes
the list, paper properties et
. R Width mm
of selected item that is a
Height : mm

paper form will be filled

Fiange of Paper *fidth  : 51 mm ~ 72.2 mm

aUtomatlca I Iy Fange of Paper Height 40 mm ™~ 3276.5 mm

You can modify or delete

the selected item.
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CHAPTER 6.
Troubleshooting

6.1. Installation troubleshooting
6.2. Uninstallation troubleshooting

6.3. Printing troubleshooting



CHAPTER

6 Troubleshooting

6.1. Installation troubleshooting

1. Not found a serial port. :
ELLIX PRINTER INSTALLER

If you don’t have a serial

po rt on yo ur SySte m ! ELLIX PRINTER INSTALLATION

Select a Connection type of the Printer

Installation for serial port is

not possible.

What you need to do is

make sure whether system
has a serial port or not from
the ‘Device Manager’

1) Scanning for hardware o .

File Action View Help

to make sure all of

Scan for hardware changes
Add legacy hardware

hardware is installed. it

b € IDE ATA/ATAPI controllers

Scan for changed or new Plug and Play devices.
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6.1. Installation troubleshooting

2) Checking ‘COM = b S|
(communications) Port’

on the list.

3) If you don’t have any ‘COM Port’ on the list, please ask assistance to
hardware engineer of your system.

2. Not found a USB to serial
port.

ELLIX PRINTER INSTALLER

If you don t have a Serlal FLLIX PRINTER INSTALLATION
pOFt inCludi ng USB tO Select a Cornection type of the Printer
serial port on your system,

Installation for serial port is

not possible.

9 431dVHI

What you need to do is

make sure whether system
has a USB to serial port

or not from the ‘Device
Manager’

1) Scanning for hardware

File Action View Help

to make sure all of

Scan for hardware changes
Add legacy hardware

hardware is installed.

ntre
0

b § Universal Serial Bus controllers

Scan for changed or new Plug and Play devices.
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6.1. Installation troubleshooting

2) Checking ‘COM
(communications) Port’

on the list.

3) If you don’t have any ‘ELLIX USB Serial Port’ on the list, please refer
‘Installing USB to serial printer’ (p.19) to install an ELLIX USB to
Serial printer.

4) If you have ‘ELLIX USB Serial Port’ on the list but the ELLIX printer
installer doesn’t show the port when you install a ELLIX printer,
please re-boot your system to apply changes completely and try

again.

3. Not found a parallel port. E
ELLIX PRINTER INSTALLER

If you don't have a parallel

9 431dVHI

pO rton yo ur SySte m, ELLIX PRINTER INSTALLATION

Installation for parallel port

is not possible.

Farallel Fortis Not Exist

What you need to do is

make sure whether system
has a parallel port or not

from the ‘Device Manager’
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6.1. Installation troubleshooting

1) Scanning for hardware
to make sure all of
hardware is installed.

2) Checking ‘LPT Port

(Parallel Port)" on the list.

File Action View Help

e |m Emle

Scan for hardware changes.
Add legacy hardware

b= Keyboards

Scan for changed or new Plug and Play devices.

M 1 P
EHE
: | i

3) If you don’t have any ‘Printer Port’ on the list, please ask assistance

to hardware engineer of your system.
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6.2. Uninstallation troubleshooting

1. Unable to uninstall.

1) Make sure an ELLIX printer is installed from the ‘Printers and Faxes'.

Name of the installed ELLIX printer should be form as ‘SAM4S

ELLIXxX".

* In case of Windows XP.

* In case of Windows Vista or
above.

2) If the list of ‘Printers and
Faxes’ is not shown,
execute ‘net start spooler’
from the ‘Run’.

To open ‘Run’ dialog,
press the ‘Windows Key’
with ‘R Key".

*%, Printers and Faxes

Fle Edit Wiew Favorites  Tools  Help

00 3

| Jsearch || Folders

[

Address [(, printers and Faxes

Printer Tasks

(2] Add a printer

{5 See what's printing

Select printing preferences
2\ Pause printing

é Shars this printer

W[} Rename this printer

¥ Delete this printer

12 St printer properties

Other Places &

% Micrasaft ¥PS Dacument Writer

SAM4S ELLI30

Open

Set as Default Printer
Frinting Preferences. .
Pause Printing
Sharing...

Use Printer Offline:

Create Shorkeut
Delete
Rename

l Properties

Windows can display enhanced device icons and informtion from the Internet. Click to change.

[E=8 E=R =)

%v\@« R T e P ~ [ 43 ][ Search Devices and Printers o]
Addadevice  Addapiinter  Seewhatsprinting Print sewver properties  Remove =- @
x

Elo SPT-4000 USB SPT-4700
MCR

Seewhat's printing ?
Set as default printer
Printing preferences h Drive

Touchmoniter
fal Interface

Brinter properties

4 Printers and Faxes (3)

Fax Microsoft XPS SAMMS ELLDGO
Document Writer

SAMAS ELIDB0  State: @ Defoult

Modek: SAMAS ELLXG0.
- Category: Printer

Create shorteut

Troubleshoot

Remove device

Properties

Status: 0 document(s) in queue

e Type the name of a program, folder, document, or Internet
resource, and Windows will open it for you.

net start spooler

oK

][ cancal

| [ Browse..
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6.2. Uninstallation troubleshooting

2. Uninstalling the ELLIX Printer Driver Installer.

1) Delete the installer files:
32bit OS - Root\
Program Files\SAM4S
PrinterDriver
64bit OS - Root\Program
Files(x86)\SAMA4S
PrinterDriver

2) Delete the shortcut of the
installer.

&=l » computer » POS(Cy » ProgramFies » < % | [ Seerch Program Fites 2]

Organize v 7 Open  Include in library v Share with v New folder =y A @

G412 1LTI A File folder

AYILIGILAM  File folder
Y4AZITPM File

4 Libraries SR BIIPM File folder

[ Documents | Realtek Q472012 1127 AM File folder

Music . Reference fssemblies SAVILLEZIPM  File folder

5] Pictures 1) sam4s PrinterDriver 4252013 1135 AM _File folder

)} Windows Defend

= Compute sur you s e i flder to the Recyele Bir?

& roscy
= SAMSS PrinterDriver
020 Date created: 425/2013 1135 AM
€ Network

¢ ——

4

l SAMS PrinterDriver Date modified:
folder

a Default Progearms
Q Internet Explorer
B5 Windows Faxand Scan
“Windows Media Player
a’ Windows Update

<4 JPS Viewer

0 Accessories

L Mairtenance

L SAMAS
| Startup

3 SAh4S
’ Date created: 4/25/2013 11:35 AM

e
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6.3. Printing troubleshooting

1. If printing for a document is not properly.

Open the ‘Printer properties’ from the ‘Printers and Faxes'.

* In case of Windows XP.

« In case of Windows Vista or
above.

*%, Print d Faxes

File Edit Wiew Favorites  Tools  Help
-

Q-0 - @ ‘ ) search ([ Felders

Adeless [22 Printers and Faxes

¥ Micrasaft ¥PS Dacument Writer
Printer Tasks

Open
[5] Add a printer
15) See what's printing

Select printing preferences

Set s Default Printer
Printing Prefersnces. ..

E’S Pause printing Pause Printing
i Share this printer Sharing...
@ Rename this printer LUse Printer Offline
W, Delets this prinker Create Shorteut
(2 set printer properties Delete

Rename

»

Other Places

E=5Ee
@v‘@ e e e S S e e S P e ~ [ % [ Search Devices and Printers o]
Addadeiice  Addaprinter  Seewhatsprinting  Print server properties  Remove device =0 @
Windows cen display enhanced device icons and information from the Internet, Click to change. x
Uevices (0 R
= See what's printing. //
V| Set as defauit printer
Elo SPT-4000 USB SPT-4700 R h Drive
Teuchmoniter MCR
Serial Interface Printer properties
4 Printers and Faxes (3) Create shortcut
Troubleshoot

L Remove device
27, e
Fax Microsoft XPS SAM4S ELLIX30

Document Writer

SAMAS ELLX30  State: @ Defauit

Model: SAMAS ELLDGD.
3 Category: Printer

Status: 0 document(s) in queue
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6.3. Printing troubleshooting

2. Verifying properties that
are ‘Driver’ and ‘Print
Processor’ of installed
printer from the ‘Advance’
tap.

If the Print Processor is
assigning the ‘winprint’,
select the ‘'SAM4S ELLIXxX.

If installed ELLIX printer

doesn’t show on the list of

printers.

1) Make sure an ELLIX
printer is installed from
the ‘Printers and Faxes”.

¢ In case of Windows XP.

5 SAMAS ELLIX30 Properties =]
| Security | Dievice Seltings | Device Contral | Extra Options | About |
| General I Sharing I Poits | Advanced Color Management

@ Always available
0 dwailable from 12:00 B4 = To 12:00 A0

Priority: 1 E

Driver: | sanas ELLDGO - [ Mew Driver..

Selecting a different print processor may result in different aptions being
available for default data types. If wour service does not specify a data type, the
selection below will be used,

Print processar Default data type:

MNT EMF 1006
MNT EMF 1.007
MT EMF 1008
TEXT

[ 0K I [ Cancel ]

:-—@ T e e —— |

Selecting a different print processor may result in different options being
available for default data types. i your service does not specify a data type, the
selection below will be used.

Print processor: Default data type:

SAMAS ELLEGO
tint:

RAMY [FF appended]

| NT EMF 1.006
NT ERAF 1,007
NT ERF 1.008
TEXT

(oo [ concel |

"%, Printers and Faxes

File Edit Wew Fawortes Tools Help

@k - @) - [ F| O ssuch [ rodees

Address [7 Printers and Faxes

cument Wriker

Printer Tasks
Open

@ Add 5 printer
15) See what's printing
Select printing preferences

Set: as Default Printer
Printing Preferences. .

L4 Pause printing Fause Printing
i Share this printer Sharing...
@) Rename this printer Use Frinter Offline:
¥ Delete this printer Create Shortet
gg Set prinker propertiss Delete

Renames

Other Places ES l Fropsttiss
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6.3. Printing troubleshooting

+ In case of Windows Vista or ===
b %v\é« Hardware and Sound » Devices and Printers ~ [ 49 ][ Search Devices and Printers o]
above. Addadevice  Addaprinter  Seewhat'sprinting  Print server properties  Remove device. =2 @
Windows can display enhanced device icons and information from the Internet, Click to change... x
v Fault printer
Touchmenitor MCR
Serial Interface rinter

4 Printers and Faxes (3)

e e S

/ Model: SAMAS ELLIGO.
Category: Printer

2) If the list of ‘Printers and
Faxes’ is not shown,

Type the name of a program, folder, document, or Internet
resource, and Windows will open it for you.

execute ‘net start spooler’

| net start spooler

from the ‘Run’.
To open ‘Run’ dialog,

press the ‘Windows Key’
with ‘R Key".

9 431dVHI
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APPENDIX.
Testing for ELLIX printer
driver using the WordPad




APPENDIX

Testing for ELLIX printer
driver using the WordPad

1. WordPad Environment
WordPad is more adequate to test printer than Microsoft Word. Make
it sure that SAM4S ELLIX has been chosen as default printer and then
go further with WordPad like below.
- Size / Resolution / Margins [Refer to p.36]

2. Printing Text P S i S T E
i nﬁnéau.:ran%\
1) Select the font you wish Fo L e ERET PR

‘‘‘‘‘‘‘‘‘‘‘‘‘‘‘‘

to use from the font list.
2) Select the font size you
wish use from the font-
size list.
3) Type in some text into
the WordPad text-input
area.

NUM
—

4) Open the File menu, and
click on Print.

X For fastest printing, select a
printer font form the font list.

XIAN3ddV
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. Opening the Cash Drawer
1) Select the “FontControl”
font from the font list.

2) Set the font size to 10.

3) Type an “A” into the
WordPad text-input area.

4) Open the File menu, and
click on Print.

% Clicking on Print will cause cash
drawer #1 to open at a drive
speed of 50ms. By changing
the character that you input at
Step 3, you can select different
driver speed or open the other
drawer.

. Cutting the Paper
1) Select the “FontControl”
font from the font list.
2) Set the font size to 10.
3) Type in “P”
4) Open the File menu, and
click on Print.

. Bar Code Printing
1) Select the “Code128"font
from the font list.
2) Set the font size to 10.
3) Type in an “{A123545"
4) Open the File menu, and
click on Print.

B Document - WordPad [QEEEE)
(1% B30 S/Q S0 MO S8t EE—

DEE SR & Be &
FontControl v [0 ) [Wester vssrupElrs = |
RO KD,

EEEES

2Ol QR0 A4Q =8
DEE SR A 1 Bo &

v B-supE=

[FontContral ¥ 10 ] [westem
T 2 e —

7

[
—

& Document Wordpau B LEX
IRE BIE 2AQW S0 ANQ SS3H
DEE SR M L IBo &

v BsupE=

CODE2 V][I0 ] [Westem
RN RN KN R RN )

7
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