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1. INTRODUCTION

It is integrated software for POS Printer ELLIX series and it includes the all of the necessary utility for our printer product.
If you want to other resource for our printer example windows driver, OPOS driver and other interface driver, please visit

our web site.

2. SUPPORT DEVICE & INTERFACE

DEVICES
- All of the SAM4S POS printers, ELLIX series.

FUNCTIONS

- NV Logo download
- User Setup (only ELLIX20 model)

- Firmware download

INTERFACES

- RS-232c (Serial Type)

- |EEE1284 (Parallel Type)

- USB (Virtual COM , USB")

- Bluetooth (Virtual COM)

- Ethernet (Virtual COM , TCP/IP)

1 USB bus type interface is supported only in ELLIX20.
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3. User Interface

1) Configuration Dialog

i EllixTool - Ver 2.0.0.0 E

DEVICE PORT

3

| =

Baudrate I—_I
Parity I—_|

D ata Length I—_|
Flow control I—_I
StopBt |0 |

Device Configuration Dialog

You can select the device which you want to use

comfortable, on the EllixTool.

<DEVICE LIST>

ELLIX20S : ELLIX20 with Serial Interface

ELLIX20P : ELLIX20 with Parallel Interface

ELLIX20U-I : ELLIX20 with USB Interface
(Virtual COM Port)

ELLIX20U-II : ELLIX20 with USB Interface
(Bus type)

ELLIX20S : ELLIX20 with Serial Interface

ELLIX20P : ELLIX20 with Parallel Interface

ELLIX20U-| : ELLIX20 with USB Interface
(Virtual COM Port)

ELLIX20U-II : ELLIX20 with USB Interface
(Bus type)

ELLIX20E-II : ELLIX20 with Ethernet-Il Interface
(TCP/IP type)

ELLIX10P : ELLIX10 with Parallel Interface

ELLIX10S : ELLIX10 with Serial Interface

ELLIX10U : ELLIX10 with USB Interface
(Virtual COM Port)
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2) Function Select Dialog

Logo Download

EllixTool [X]

Uzer Setup

Firrmware Download

<< Back

Function Select Dialog

You can select a function button as you want to use.

3) NV Logo Download Dialog

™ EllixTool : Sam4s Image Logo Setup

SelectBilmap] Presiew Bitmap} Upload E\tmapl Frirt Bitmap  Setup I

[~ Fint ToFilg [™ UseGray Printing [ Use Star Emulation
About

Max Printable Area : 512 dots[17512)

Device
Bitmap Image downloader ELLIX20 - COM1
Samd Baud : 115200
amss Data : & bit

Precision CO., LTD. None Parity
H#w Flow contralOne Stop
Bt

Option Setting

Black /white diverging point (0~255] 1128 m

y | www.samds.com|

Clase |

Apply

NV Image Logo Download Dialog

It is consisted with five property pages which are Select,

Preview, Upload, Print and Setup Bitmap tab.
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4) User Setup Dialog

ool : User Setup

SELECT USER SETUP FUNCTION ELLIX20 - COM1
Baud : 115200

Paperwidth & Max. Column ¢~ 80mm " BBmm hd ﬁg::a F?a‘rjllltp
HA% Flow contralOne
Fapei Type ¢ Black ¢ 2Coler = Sl B
waterMark Function ¢ Dissble ¢ Erable | 1 Imagett
TEST
Lines

Cutting postion adjustment Function ¢~ QFF  0ON 0

Drawer open with cuting ¢~ Disable ¢ Enable

£
Kitchen Bell Type & Length A ’j Times E
E— = .
Default Code Page g User setup Dla|Og
MY Graphic: Memary Size - | Khyte . .
i You can change variable custom settings only for ELLIX 20
WV User Memory Size +| Kbyte Y
h .
Culting Mode Select © Patisl " Full Cut (=} series.
tax Print Speed - |mm/sec §

Note) The more information describes in the next chapter.
Set Left Paper Margin 0 dot[n~512)

Drawer Open In SelfTest © Enable " Disable

~ ~ Drefault

Receive Buffer Size | Kbyte

STOP BIT[COM PORT] " OME 7 TWO
Customize Setup Code 0

Gt Value SetValue EXIT
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5) Firmware Download Dialog

EllixTool : Firmware Download

i |

AREA DEVICE
(®) Program area ELLI>20 - LPT1
() Boot &rea
(O DOWNLDAD
() Ext. Font

Firmware Download Dialog for ELLIX 20 / 201l update

Infarmation

CHECKSLUM ; FileSize: 0 bytes

[* Header[4] + FileSize[4] + data[n] + C5[2] ]

| DOwWNLDAD | ’ EAT ]

Firmware Download Dialog for ELLIX 10 update

| Open
SELECT AREA DEVICE
= i ELLIX18 - COHM1
o Baud : 38488
o Data : 8 bit
Mone Parity
¢ 3.Boot H/W Flow
© y.Font controlOne Stop
0K CANCEL
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6) Network Setting Dialog ( Only Ellix20ll Ethernet-ll Interface)

Enternet-Il Network

X

Ethernet-ll Network Dialog

If you enter IP and Port number, You can access Ellix20Il
P: | 192 .168 . 0 .254 pgRT: (3000 Ethernet-Il interface.
OK ‘ Cancel ‘ Network Setting
ELLIX EthernetOll Network Setting Dialog
ELLIX Ethernet-Il Network Setting §| . . .
—1 | You can change Ellix201I's network setting.
P | Port | Subnet ‘ Gateway ‘ Mac Address |
Search Printer | EXIT
IP Subnet Gateway PORT

I~ DHCP

[o
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3. Description of each functions

1) Logo download

Logo download function can be used for image downloading to NV (Non-Volatile) memory of ELLIX or for image printing

from it.

(1) General feature

1.

o o &~ »w N

Total logo count : Maximum 255
Automatic center align
Black/White diverging point

Image data format : Changeable to a file

(2) Logo registration sequence

Gray Scale Image printing support (It need firmware update to 1.37)

Maximum memory capacity : 384Kbyte (It depends on NV graphics memory size of User Setup)

v Select the bitmap file stored in a printer.

v

If you want to save with “Automatic center align”

feature, check the checkbox located at the head of

Bitmap List

Mo, Mame

1 S4M4520.brmp
B . 2 1.bmp
Bitmap No. like a red square. 3 3bmp

Note) It is very useful the case of printing a small logo

image.

Number of Image Files

Tatal Image File Size

37255

5 EllixTool ; Sam4s Image Logo Downloader

Select Bitmap | Preview Bitmap | Upload Bitmap | Print Bitmap | Setup

Size
12800
40800
26520

79/ 384 KByte

Clase

Auto Center Align Check

Check the item for automatic
center align image.

10
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v" At Preview Bitmap tab, you can see the logo file you

=« EllixTool : Sam4s Image Logo Downloader

selected Select Bitmap _PfEViEW BilmaD-l Upload Bitmap | Print Bitmap | Setup
Bitmap List
i | SAM4S
| WWW.SAMAS.COm |
Quality
Number of Image Fies 37255 i O CoublzHehl
Tetal Image File Size 79/ 384 KByte O Quadhaple © Double uidh
v' If you press the Upload button, the Bitmap image data | (Rl e il R et X
will be downloaded in the NV graphics memory area | | e Bine| Froven Binao | Upoas Eirap | it Binep | Sctp
Bitmap List
of the connected printer. If uploading process finishes No. | Name Size Upioad
1 SAM4520 bmp 12800 e B
i i 2 kb 40800 rinter Dataiks
successfully, the printer feeds paper a little. 3 T w0
Por ane
MNumber of Image Files 37285
Total Image File Size T3/ 384 KByte

11
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v You can specify the Printing Range for the logos
uploaded in the printer’'s NV graphics memory area.

Selectable choices are below :

All : Prints all logo images saved in the printer | Bal e BEE IR ET A n e I et X
Connected CUrrentIy. ] Select Bitmap || Preview Bitmap | Upload Bitmap | Print Bitmap | Setyp
Fiinting Range
Selection : Prints the selected logo image saved in @il
. Frinter Details
the printer connected currently. Selection range can be S Piter Name | ELLIXZD
from 1 to 255. But you can select multiple logo-images Rl O
Cuality
by using ‘,’ or - in the edit box. ® Homal
(e.g. u1 ,5,10:1 or u1 -5,8,20-22") O Double Width
() Double Height
v" You can specify Quality. e
Normal : Print in single height and width Header
D/Width : Print in double width it o
O Add Header
D/Height : Print in double height
Quadruple : Print in double height and width

v" You can select option with/without Header as a
numbering value of the logo. It is printed on top of logo

image.

At Setup tab, you can select some options about the logo
downloader.

v' ‘Print to File’ check box: Image data format can be

5% EllixTool : Sam4s Image Logo Downloader

changed to a file. This file can be copied to printer
Select Bitmap | Preview Bitmap | Upload Bitmap | Print Bitmap | Setup

directly by Upload button at “Upload Bitmap” tab.

[ Print Ta File [wlilze Gray Frinting

v Option Setting: Sbout Device
Bitmap Image downloader ELLI%20 - COM2
. . . Baud: 115200
Max Printable Area: If your machine is set smaller DR Data: 8 bit
Precision CO., LTD Wone Parity

. . HAw Flow control
value than a maximum value (512), it should be set as Doy et

. . i tdax Printable firea 12| dots(1~512)
the same with your machine’s setting value. m
Black/White diverging point: If an image output is Black g hisdveranbort UE2oolil128__

too dark or too light, you can adjust the diverging point ] LA SiCON
to suitable value for output which you want to get.

Use Gray Printing: It is new feature of ELLIX20. It can

make a better result than the original print when | |

printing the true color bitmap images.

(notes : It needs more large space to store data than

the normal print.)

12
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2) User setup

EllixToel : Liser Setup &J v All of options about User Setup are
SELECT USER SETUP FUNCTION ELLIZ0 - LFTY described - below as a topic of
= “Description of User Setup Options”.
Paperwidth & Max. Column ™ gy (O Bamm | |
: Note) This works for only ELLIX20 series.
Paper Type () Black () 2Calor | ||

v About Buttons

"ater Mark Function () Disable() Enable | 1 Imagett [TEST]

Cutting postion adjustrent Function QOOFF OoN 0 |Lines

You can test the printer and check the
Drawer open with cUting () Disable (O Enable TEST

printer’s setting. If you press this button,

sl & B8 Times ELLIX prints out some characters and cuts
Default Code Page h é the paper.
MY Graphic Memory Size | ¥ |Khyte E [Default]
MY User Memary Size ¥ | Khyte E Can reset to default values all of them.
Cutting Mode Select () Partial ) Full Cut g [Get Value]
Max Prict 5 peed . [ % It queries the current setting values to the
: -
Gn it st M e 0| ot 0~ 512) 3 printer and shows those values on the dialog.
3

Dirawer Open In Sel-Test () Enable () Disable [set Value]

It sets values with displayed on the dialog or

Receive Buffer Size w | Khyte m selected of the printer.

[EXIT]

Get Yalue ‘ ‘ SetValue EXIT Quits this application and returns to Function

Select Dialog.

(1) Description of User Setup Options

1.Paper Width & Max Column (Default : 80mm / 30 column In 58mm)

This is an option of the paper width for printing. It can be set the paper 58mm or 80mm width.

2.Paper Type and Black Density (Default : Black / Medium)
This is an option of the paper type. It can be set Black or 2Color. The second color can be red or blue by 2

color thermal paper type.

13
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3.Water Mark Function (Default : Disable)

This is a special feature of ELLIX20. It is ELLIX that prints background image on your receipt without any
additional commands. You can use Watermark with Sam4s Image Logo Downloader in EllixTool. If you want

to print background image, prepare the bitmap image which will be background. And then follow steps as

below.

(M Run Sam4s Image Logo Downloader and select the prepared bitmap image. And check the image number.

< EllixTool : Sam4s Image Logo Downloader:

Select Bimap | Preview Bitmop | Upload Bitmap || Print Bitmap | Setup

Bitmap List

Size || Dpen File.

Auto Center Slign Check

Check the item for autornatic:
center align image.

Murmber of Image Files 1./255
Toatal Image File Size 13 /384 KBute

Close

@ Go to the “Upload Bitmap” tab and click the “Upload” button.

=« EllixTool : Sam4s Image Logo Downloader

Select Bitmap | Preview Bitmapl Upload Bitmap |F'rintBitmap Setup

Bitmap List

MNo.  Mame Size

Frinter Details

Pirter Name [ELLI20 |

Port Mame | LFT1 |

Murnber of Image Files 17285
Total Image File Size 13 /384 KByte

Close

14
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@ It will show the message box like below, click the “YES” button.

\:.':‘) Al bit image Files are writken in the MY Graphics memory of the printer.

@ All of images saved before on the printer will be deleted and new image data will be downloaded on your

printer.

Uploading |"$__(|

Updating[1 26001 2800)...SAMA4520.bmp

[llllllllllllllllllllllllllllllllllllllllllq

I Cancel |

® Printer feeds some paper when the logo upload is completed successfully.

® Close Sam4s Image Logo Downloader and run User Setup from Function Select Dialog.

@ Set Enable of the Water Mark Function and input the number of logo image that you want to print as a
background. (Refer step (1) And then click the “Set Value” button. The printer will be set values newly and

Water Mark Function setting is finished.

EllixTool : User Setup El
SELECT USER SETUP FUNCTION ELLIX20 - LPT1
Paperw/idth & Max. Column ) s0mm ) 58mm |7:]
Paper Tips (3 Black () 2Colar | ~|

Yl ater Mark Function (O Disable(®) Enatle |-T-‘ Imagett

Cutting postion adiustment Function () oFF () ON | 0 ‘Lines

Draweer open with cutting ) Disable ) Enatle TEST

Kitchen Bell Type & Length !—V| _‘j Times

:

Default Code Page ! v|
MY Graphic Memary Size | b | Khyte
MY User Memory Size i l| Khbyte

Cutting Mode Select () Partial () Full Cut
Max Print Speed iizimm#sec
Set Lelt Paper Margin | 0] dot[0~512)

Drawer Open In Self-Test ) Enable O Disable

L
E 1WOD*S{FLUBS MMM |

Receive Buffer Size ! v! Kbute

Get VYalue SetValue ‘ EXIT

Try to click the “TEST” button and you will see the fantastic receipt with background image.
Left picture is the sample receipt that is applied the Water Mark Function. Right one is bitmap image that is

used as a background image.
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596 COLUMBIA TURNPIKE SUITE #6
EAST GREENBUSH, NY 12061
(518) 477-5500

DATE 12/07/2007 FRI
CHECK# 3
REGULAR BURRITO T1 $5.89

*
STEAK T1 .
CHEESE T1
LETTUCE T1

PKLD JALAPEND T1

TONATOES T | www.sam4s.com|
TAXT AMT $0.44
TOTAL $6 .33
CASH $6 .33
* ORDER# 0106 *
NO.000006 REG 01 SERVER TIME 15:28

4.Cutting position adjustment Function (Default : Disable / 0 Line)
If your receipt is cut wrong, this option will be very useful with you, it makes the application not change.

When this option set to enable, printer will feed amount (line number input) of paper before cutting.

5.Drawer open with cutting (Default : Disable)

This option will make drawer take an open-signal when printer is received the paper cutting command.

6.Kitchen Bell Type & Length (Default : Sam4s Bell / 3 times)
ELLIX20 offers one bell and three melodies for using on kitchen. It is possible to adjust ringing time or
length of melody.
The offered bell types are below.
Samd4s Bell: Default samé4s bell
Melody 1 ~ 3: Three different melodies
Other Bell: Blend bell (Internal oscillation type)

7.Default Code Page (Default : PC437-USA, Standard Europe)
If you want to fix the specified codepage as default, select one of codepages in the list and then click the
“Set Value” button.

8.NV Graphic Memory Size (Default : 384Kbytes)
ELLIX20 has NV (Non-volatile) memory area for saving graphics and user data. The NV Graphic memory
size is 384Kbytes maximum and is Obyte minimum. You can take this size freely with this option. But it must

be set in a range from 0 to 384Kbytes.

16
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Note) Total size of NV memory (NV graphic and NV user memory) is 448Kbytes. Even if you will set the

amount over 448Kbytes, it will be automatically set to possible size.

9.NV User Memory Size (Default : 64 Kbytes)

10.

11.

12.

13.

14.

15.

16.

ELLIX20 has NV (Non-volatile) memory area for saving graphics and user data. The NV Graphic memory
size is 320Kbytes maximum and is 64Kbytes minimum. You can take this size freely with this option. But it
must be set in a range from 64 to 320Kbytes.

Note) Total size of NV memory (NV graphic and NV user memory) is 448Kbytes. Even if you will set the

amount over 448Kbytes, it will be automatically set to possible size.

Cutting Mode Select (Default : Partial Cut)

You can choose one type of cutting between partial cut (with un-cut point in a center of paper) and full cut.

Max Print Speed. (Default : 220 mm/sec)
If printer, especially machine is fast and data transfer-speed is low, that is, two of them have speed
mismatched. This case may be cause of an intermittent printing. You can control print speed from this

option for better printing, e.g. smooth printing.

Set Left Paper Margin (Default : 0 dot)
Left margin of paper is changeable for better receipt (printed) shape. For example, if you are using 40-
column-format receipt on ELLIX20, you may be seen a print-result tended to left side. In this case you can

take much better result, if you set 24-dots which is the value of left margin.

Drawer Open In Self-Test (Default : Disable)

Check the drawer operation at print self-test mode.

Received Buffer Size (Default : 4Kbytes)

ELLIX20’s received buffer can be 64Kbytes maximum. You can change buffer size with this option.

Stop Bits (COM) (Default : ONE)

Stop bits used during serial communication can be changed.

Customize Setup Code (Default : 0)

You can enter a Customize Setup Code .

17
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3) Firmware download

(1) ELLIX20 / ELLIX20II

Firmware update sequences are below.

POWER LED

1.Remember folder directory with downloaded
firmware file.(*.E20)

2.Turn the ELLIX20 off and all dip switches off too.

3.Check the cable connection between ELLIX20
and your PC.

4.0pen the printer cover.

5.Turn on ELLIX20 with FEED button; hold the
feed button until the PAPER LED is ON. (Other

LED should be off.) ERROR LED 1 PAPER LED
6.Now, ELLIX20 is ready to update firmware.

7.Run the “Firmware Update Dialog” on EllixTool and open the downloaded firmware file.

8.And then, select the download area which you want to update. (generally select the “Program area”)

9.Select the connected port on your PC. (Already -
EllixTool : Firmware Download g|
selected on EllixTool)
10.If you click the download button, the firmware
AREA, DEVICE
update will be started and this application will (O Framem ar ELLE20 - LETT
show the status with progress-bar on dialog O Boot rea
O DDWNLDAD
bottom side. OEst, Font
(If progress-bar does not proceeding well,
Infarmation
when you click download button, you should CHECKSLIM - FieSize: 10 byftzs
check ‘Port Select’ or cable connection whether [* Header4] + FileSize[4] + data[n] + C5[2] )
settings are correct or not.) [ ]
11.If download is done, printer will notify download TR | l = l
completion with 5 times buzzer, and then its

power will be off. (in surely case that download is succeeded)
® |f buzzer does not ring and power does not off, that means communication ERROR is occurred during
download. In this case, please check DIP Switch (It should be all OFF — Normal) or Cable connection status (It
should be fasten — Normal).
® After download is completed, WINDOWS shows “DOWNLOAD COMPLETED. PLEASE DO NOT TURN OFF
ELLIX20 DURING THE LEDS ARE BLINKING.” messages.

12.Please try to operate ‘SELF TEST’ and check the updated firmware version.

18
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(2) ELLIX10

Firmware update sequences are below. Sequences are similar to ELLIX20 so explanation will be short.

13. Connect ELLIX10 and PC with a cable.

‘“ EllixTool : ELLIX10 Firmware Download

14. Open the printer cover.

15.Turn on ELLIX10 by press the POWER Button

with holding the FEED Button. SELECT AREA DEVICE
ELLIX18 - COH2

16. Wait a moment until ERROR LED’s ON (Hold the Igran Baud : 384088
Data : 8 bit
FEED button) ©2.Ext Font None Parity
, O 3.Boot H/W Flow control
17.Release the FEED button when ERROR LED’s O u.English Font
on. [ ]
18.Run the the “Firmware Update Dialog” on
DOWHLOAD CANCEL

EllixTool.

19. Click the “Open” button and select the firmware
file.
20. Select the area you want to update.
21.Finally, click the “DOWNLOAD?” button for starting of the firmware update.
22.About 2~3 minutes later, you can see the complete-notification message with ring the buzzer.

23.Do self-test for confirming the updated firmware version.

19
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4) Network Setting Dialog (Only Ellix20I1l Ethernet-Il Interface)

(1) Ethernet-II Network Dialog

When you selected a Ellix20ll Ethernet-1l (ELLIX20II-Ell) In the “Configuration Dialog” and pressed OK button,

Ethernet-ll Network Dialog is appears. Enter the IP address and port number to connect. Press the OK button.

Function Select Dialog will be executed.

In addition, you can select the "ELLIX Ethernet-1l Network Setting dialogue” It can change the network settings for

the printer. Do you want to check ELLIX IP and Port number? Please run the Self-Test. You can confirm all the

settings of the printer.

Enternet-11 Network

Ip: | 192 .168

0K ‘

. 0 .254 poRT-: (3000
Cancel | NetworkSettingl

MG ELLTE 20 11

VERSION STD 1.11

PGM CHECKSUM : AG1A

(2) ELLIX Ethernet-II Network Setting Dialog

Here you can changethe network settings for the printer. If you would

settings, please follow these steps.

1. The printeris connected to the router.. PC must be connected to the same router.

2. Open the printer cover.

Ethernet-II INTERFACE

STATIC 1P : 192.168.0.254
PORT : 3000

SUBNET MASK : 255.2556.255.0
GATEWAY IP : 192,168.0.1
MAC ADDRESS : 00:13:62:01:02:03
RECEIVE ERROR  : IGNORE
RECEIVE BUF SIZE : 640 Kbytes
EMULATION : EPSON

USE KP BELL ¢ NO
AUTO-CUTTER : Enable

like tochange the network

3. Turn on ELLIX20II with feed button. Hold the feed button until the PAPER LED is ON. (Other LED should be

off.)

20
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4. Run the “ELLIX Ethernet-1I Network Setting Dialog.” Press the “Search Printer” button.

ELLIX Ethernet-ll Network Setting E‘

1P | Port | Subnet | Gateway | Mac Address |

Search Printer ‘ EXIT |

IP Subnet Gateway PORT
o

[~ DHCP

5. If you can see the "Windows Security Alert” message, Click a "Unblock” button(Windows XP) or "Allow

access” button(Windows 7). And retry the 4 Step.

Windows Security Alert E| P Windows Security Alert [

@ Windows Firewall has blocked some features of this program

‘v To help protect your computer. Windows Firewall haz blocked
some features of this program.

Windows Firewall has blocked some features of ZlixTool on all public and private networks.

Do you want to keep blocking this program? !i s— ElixTool
- Publisher: Samds
- M ame: EllixT ool
Path: E:\ellixtool_2.0.0.1e.exe
Publisher. Samds

Allow EllixTool to communicate on these networks:

[ Private netwarks, such as my home ar wark network

Keep Blocking ] [ Unblock. ] [ Agk Me Later [#] Public networks, such as those in airports and coffes shops {not recommended
because these networks often have little or no security)

‘Windows Firewall has blocked this program from accepting connections from the \WWhat are the risks of allowing a program throua & firewall?
Internet or a network. |f you recognize the program or trust the publizher, vou can
unblock it. When should | unblock a program?

[ @'Al\owaccess I [ Cancel ]

6. If you can see the "The Printer has finished searching.” message, detected the printer's network settings

appear. (If you can not see any list, Please check cable and network.)

herne Metwork Setting

IP Port Subnet Gateway Mac Address
192.168.0.254 3000 255.255.255.0 192.168.0.1 00:13:62:01:02:03

! } The printer has finished searching,

Search Printer | EXIT ‘

IP Subnet Gateway PORT
- . . . - . P

I~ DHCP

21
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7. Choose one to change the IP. Enter the network settings you want(as shown). Finally, press the "Change

setting” button.

ELLIX Ethernet-1l Network Setting rgl
IP | Port | Subnet | Gateway | Mac Address ‘
192.168.0.254 3000 255.255.255.0 192.168.0.1 00:13:62:01:02:03

Search Printer I Change Setting I

P Subnet Gateway POR
192 168 . 0 . 254 255 . 255 . 255 . 0 | 192 168 . 0 . 1 ‘3I]l]l]
[~ DHCP

8. You can see the “Do you wand to change the Network Setting?” message. Press the “Yes” button.

' ‘_\. Do you want ko change the Metwork Settingsy.
L3

Yes Mo

9.  Printer will notify update completion with buzzer, and then power will be off.

' Update Complete.
. Flease wait beep the buzzer and automatically power ofF,

10. Do self-test for confirming the updated network setting.
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