* Installation of Touch Driver
1) Run Setup.exe
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2) After install wizard starting, click ‘Next'.

R
Welcome to the PenMount Universal
Driver 2.0.0.113 Setup Wizard

This wizard will guide vou through the installation of
PenMount Universal Driver 2,0,0,113,

It is recommended that vou close all other applications
before starting Setup, This will make it possible to update
relevant swstem files without having to rebook vour
computer,

Click Mext bo continue,




3) Agree with license. Click ‘I Agree’
& PenMount Universal Driver 2.0.0.113 Setup o ]

License Agreement

[ i
Please review the license kerms before inskalling PentMount Universal Driver { @ }
2,000,113, '
Press Page Down to see the rest of the agreement.
PLEASE EEAT THE LICEMSE AGEEEMENT :’

Pentdount touch screen drver software 15 only for using wath
Penllount touch screen controller or control board.

Any person or company using a Penldount driver on any piece of
equipment which does not utihze an Penbdount touch screen controller
will be prosecuted to the full extent of the law.

=
If wou accept the terms af the agreement, click I Agree ko continue. You must accept the
agreement to install Penfount Universal Driver 2.0.0,113.

Mullsoft Install System w2, 25

< Back I Agree ) Cancel

4) You can select ‘Destination Folder’ on a ‘Choose Install Location’ dialog. If you don’t want
to change, click ‘Install’.

& PenMount Universal Driver 2.0.0.113 Setup o ]
Choose Install Location e
Choose the Folder in which to install PenMount Universal Driver 2,0,0,113, K 9 }

Setup will install PenMount Universal Driver 2.0.0.113 in the Fallowing Folder. To install in a
different Folder, click Browse and select another Folder. Click Inskall to skart the installation.

Destination Folder
_:\Program Files\PenMount Universal Driver| Browse, .. |

Space required: 2,9MB
Space available: 37 9GE

Mullsaft Install Svstemn w2, 28
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5) After completing setup wizard, click ‘Finish’.

# PenMount Universal Driver 2.0.0.113 Setup B ] B |

Completing the PenMount Universal
Driver 2.0.0.113 Setup Wizard

PenMount Universal Driver 2,0,0,113 has been installed on
waur computer,

Click. Finish ko close this wizard,
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6) You can recognize the ports like below picture after installation is successfully completed.
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7) Click a tray icon below.
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7) Select ‘Control Panel’.

Right Bukkon

Excit

8) Double-click a ‘PenMount 9000 RS 232’ icon on ‘PenMount Control Panel’.

P PenMount Control Panel o ]

Device IMuItipIe Monikars I Taonls I About I

Sel device ko configure,

Penfount

Zonfigure |

Ik




9) Click ‘Back to Default’ on ‘Setting’ tab.

_(/Device 0 {PenMount 9000 RSZ32) 0] =]

Calibrate Setting | apout |

rTouch Mode
f+ Mouse Emulation " Click on Touch
[~ Beep Sound Kird|af Sound IBuzzer Beep vl
Beep Mode——————————— Beep Frequency 600 Hz
% Beep on pen down I J
" Beep on pen up Eeem Duratian 100 ms

(" Beep on both

[v Cursor Stabiizer ¥ Use press and hald as right click

You can use Cursor
Stahilizer ko remove Delay: | | 2.0 sec
B jitker of cursor, o

Area: — J— O

Back to Default

10) After check ‘Beep Sound’ box, verify ‘Beep Frequency’ is 600 Hz. If it isn’t ‘600 Hz', adjust
to ‘600 Hz' and click ‘OK’.
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[ ]
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(" Beep on both

[ Cursor Stabilizer ¥ Use press and hold as right click
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Back to Default & [a]4 ¥




