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* Installation of Touch Driver

1) Run ‘Setup.exe’file.

Setup

”j Driver
[
L=

-

1.
R

Utility

Setup
Zonfiguration Setkings
1KE

2) After install wizard starting, click ‘Next’ button.

PenMount Windows= Univer=al Driver

Universal Oriver

compukter,

Click. Mext to conkinue.

Setup - a

Waealcome to the PenMount Windows

I Setup

This wizard will guide wou through the installakion of
PenMaount Windows Universal Driver

It is recommended that vou clase all other applications
before starting Setup. This will make it possible ko update
relevant system files without having to rebook your

—

Mexk = I Cancel
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3) Agree with license. Click ‘I Agree’ button.

PenMount Windows Universal Driver

g |
o=l -
License Agreement
Please review the license terms before installing PenMount Mindows Universal Driver
i
Press Page Down to see the rest of the agreement.
A
tPLEASE EEAD THE LICENSE AGEEEMENT -

Penblount touch screen drver software iz only for using with
Penbtdount touch screen controller or control board.

Any person of company using a Pentlount driver on any piece of
equipment which does not utiize an Penbdount touch screen controller
will be prozecuted to the full extent of the law.

]
If wou accept the terms of the agreement, dick I &gree to conkinue, You must accept the
agreement ko inskall Peniount Windows Universal Driver
I « Back I Agree J I Cancel J

4) You can select ‘Destination Folder’ on a ‘Choose Install Location’ dialog. If you don’t want to
change, click ‘Install’ button.

PenMount Windows= Univer=sal Driver

Choose Install Location

Choose the Folder in which toinskall Penfount wWindows Universal Driver
I =

Setup will install PenMount Windows Universal Driver [ R R - -
Following Falder, Taoinstall in a different Folder, click Browse and select another Folder, Click.
Install ko stark the installation,

Destination Folder
_:\Program FilesiPeniount Windows LUniversal Driver

Space reguired: 0,0KE
Space available: 290, 2GE

I < Back Inskall J I Cancel
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5) Click ‘Finish’ button.

PenMount Windows= Univer=al Driver - X

Completing the PenMount Windows
Universal Driver

I Sotup

Pentount Windows Universal Driver
has been installed on wour

computer,

Click Finish to close this wizard.

|_Fnsh |

6) Click the right button of mouse on ‘PM’ icon of Windows tray icons. And select ‘Control Panel’ on

popup menu.

Caontral Panel

Beep
Right Button

iaesture Enable

Exxit:
ral | P"l‘i-!_..:- s | ;‘J'Ii'l J:00 AM
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7) Double-click ‘PenMount 6000 USB’ on ‘Device’ tab.

P PenMount Control Panel

Multiple Maonitors ] Tools ] About ]

Select a device to configure.
PenMount
o000 USE

Configure Refrash

8) Click ‘Edge Compensation’ tab.

_,ﬁ Device 0 (PenMount 6000 USB)

Calibrate ]Setting Edge Compensation | About ]

Advanced Mode a -

| Plok calibration data

Standard Calibration fdvanced Calibration

[ Turn off EEPR.OM storage.
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9) Move the four scroll bars to the left.

£ Device 0 (PenMount 6000 USB) - O

Calibrat | Setting Edge Compensation | about |

Srnall Large

Left 1]

T —

Right 0

i S

Tap o
!
Bokkorn 0

The Function of "Edge Compensation” is going to opkimize the cursar accuracy on the edge.

Back to Defaul | O |

10) Click ‘Setting’ tab.

£ Device 0 {(PenMount 6000 USB) s

Calibrate | Setting JEdge Compensation ] About ]

Operation Mode |F‘en Input Emulation ﬂ

Beep Mode
{+

'] [ T O T T e T Y U Y Y S S (Y Y B B |

~

Iw Cursor Stahilizer

0 ) s Sy v Use press and hold as right click

Stabilizer to remove
: [ 2.0 zec
jitker of cursar, Delay ‘
| 1 i 1 1 1
Area: r O

N

Back to Default | Ok |
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11) Click ‘Back to Default’ button and check ‘Beep Sound’ button.

Jf"' Device 0 {(PenMount 6000 USE)

Calibrate  Zetting lEdge Cormpensation ] about ]

Operation Mode |F‘en Input Emulation j
v Beep Sound Kind of Sound Buzzer Beep v
Beep Mode
Beep Frequency 600 Hz
(» Beep on pen down | J
FBEEDDI‘IDEI‘I@ I T T T T T T T T T T T T T O T T TR B
Beep Duration 100 ms
(" Beep on both J
T
|w Cursor Stabilizer
Yo £an Use CLrsor Iw se press and haold as right click
Skabilizer to remove
: [ 2.0 sec
E jitker af cursar, Dl J
i T
Area: (|
—
Tob oo o0006o00q

Back to Default Ok |

12) On ‘Calibrate’ tab and click the ‘Advanced Calibration’ button..

_,ﬁ Device 0 (PenMount 6000 USB)

Calibrate | Setting l Edge Compensation ] About ]

Advanced Mode a -

| Plok calibration data

Standard Calibration fdvanced Calibration

[ Turn off EEPR.OM storage.
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13) Click the red point about 2 seconds on a calibration screen. Calibration procedure will be

proceeded with following messages.

Touch the red square.

14) Click ‘Ok’ button.

1
M |
X

_,ﬁ Device 0 (PenMount 6000 USB)

Calibrate ]Setting l Edge Compensation ] About ]

Advanced Mode a -

| Plok calibration data

Standard Calibration fdvanced Calibration

[ Turn off EEPR.OM storage.
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15) Click ‘OK’ button.

E . PenMount Control Panel

Device lMuItipIe Monitars ] Tools ] &bout ]

Select a device ko configure,

rd

PenMount
Goa0 USE

{ Configure | Refresh

K
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